
CA4180 CA4180 CA4180

4×2 4×2 4×2

JH6 High-Roof Cab JH6 Flat-top cab JH6 Flat-top cab

Model CA6DM2-42E52 CA6DM2-42E52 CA6DM2-42E52

Displacement(L) 11 11 11

Maximum power(hp) 420 420 420

Rated speed(rpm) 1900 1900 1900

Maximum torque(Nm) 2100/1300 2100/1300 2100/1300

Emission EURO V EURO V EURO V

Model F12JZ22A(AMT) F12JZ22A(AMT) ZF16S2230 TO(MT)

Form/number of gears 12 12 16

Forward gear ratio range 12.26-0.78 12.26-0.78 13.80-0.84

6500 6500 6500

‌Leaf spring ‌Leaf spring ‌Leaf spring

13000 13000 13000

‌Leaf/Air spring ‌Leaf spring ‌Leaf spring

Φ498 stamped and 

welded bridge

Φ498 stamped and 

welded bridge

Φ498 stamped and 

welded bridge

7200（Leaf）/6805（Air） 7200 7200

35000 45000 45000

3900 3900 3900

ф50 ф50 ф50

Front:385/65R22.5 20PR 

rear:315/80R22.5 20PR

Front:385/65R22.5 20PR 

rear:315/80R22.5 20PR

Front:385/65R22.5 20PR 

rear:315/80R22.5 20PR

ABS ABS ABS

Container Trailer/Road 

transportation
Aggregate 

transportation/Semi-Trailer

Aggregate 

transportation/Semi-Trailer

Chassis self weight (kg)

Technical Specification
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Front axle load (kg)

Front suspension

Rear axle load (kg)

Rear suspension

Rear axle model

Towing Weight (kg)

Wheel base (mm)

Saddle

Tire

Brake system

Market Segment 


